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1. Trim materials in interior of 
automobiles 

- Fogging characteristics 
 Photometric 
 Gravimetric 

- Inhouse Method SAE J1756 : 
2006 

- Inhouse Method ISO 6452 : 
2007 

   
2. Interior Materials of 

Automotive 
- Flammability - FMVSS 302 : 2017  

- ISO 3795 : 1989 
- SAE J369 : 2019 
- NES M0094 : 2018-1 
- TSM0500G : 2015 (REV.15) 
- BSDM0500 : 2015 (REV.3) 

   
3. Interior trim components 

of Automotive 
- Accelerated exposure using a 

controlled irradiance xenon-arc 
Apparatus 

- SAE J2412TM : 2015 
 

   
4. Paints and varnishes - Determining of the gloss of 

coatings 
- ISO 2813 : 2014 
 

   
5. Paints and varnishes - Film hardness by pencil test - ISO 15184 : 2012 

- ASTM D 3363 – 05 
(Reapproved 2011)e2 

   
6. Metals, metallic coatings 

and alloys 
- Neutral salt spray test - ISO 9227 : 2017 
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7. Paints and varnishes - Paints and varnishes – Cross-cut 
test (Hand-held Multi-blade 
cutting tool) 

- ISO 2409 : 2013 
 
 

   
8. Non-cellular plastics - Determining of the density of 

non-cellular plastic (Method A 
Immersion method) 

- ISO 1183-1 : 2019 

   
9. Metals, metallic coatings 

and alloys 
- Accelerated corrosion test-

Atmospheric corrosion 
- STD 4319 : 2017 

   
10. Materials, coatings, and 

interactions materials 
- Cyclic Corrosion Test - CETP 00.00-L467 : 2009 

 


